CASPIR.warplane.com

CASPIR Aircraft Accident Cards

Serial: JS176

Title: Avro Anson MKk. Il serial:JS176 Accident Card

Author: Royal Canadian Air Force (RCAF)

Subject: This accident involved 1 aircraft on 1943-February-17. Anson Il s/n JS176. This accident

involved 1 person. Jeffrey WJL

Keywords: RCAFAnson I1,J5176,8 SFTS,8 Service Flying Training
School,Salisbury,1943-February-17,JeffreyRCAF L20

Created: 1943-02-17

Link: https://caspir.warplane.com/aircraft/serial-search/aircraft-no/200000123#JS176
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sfunitg §.F.T.S. COM. PFACE is DATE 17_2_43“T[ME 1730
¢\ Moncton 3| 42 Ralier Fiels ¢ Pt 1300-0517 .
=] A/C No. CRASH . SE ME DAY NIGHT ;
TYPE CAT. "
JS176 ¢ 3) x x olo
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12| NOTEz G 3 category refers to damage tolengine. A/C JS176 — °
& carried out successful landing with no damage. seriAL No. | |©
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Fl TYPE A/F No EXTENT _ |REPORT|SERIAL DATE HOURS FLOWN BY PILOTS
& ENGINE : OF DAMAGE FORM No. ON TYPE TOTAL "
INST. INIGHT LAST I}
Anqon Jgnl76 Nj_L DUAL | SOLO | DUAL | soLo | 6 MOS cls g
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: SIGNAL No. & DATE UNIT No. & DATE COM, No. & DATE REPORT FILE DATE
{0 | ! |
NATURE o F ACCIDENT
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' DUTY ON WHICH ENGAGED: COURT OF INQUIRY, INVESTIGATING OFFICER
, Navigation exercise. OR COMMANDING OFFICER'S REPORT:
) D=-14
NATURE OF ACCIDENT AND STAGE OF FLIGHT: DATE: ;
101l line broke in port engine causingcomposiTion: ST A e s
,a drop in oil pressure and rough ’
running of the engine. Engine
) seized, pilot carried out single
)y engine landing with no damage RECOMMENDATIONS:
)to&m.
) PRIMARY CAUSE:
~54. Engine failure in the air.
)
) ACTION TAKEN:
(A) DiscipLINARY (B) TEcHNICAL (C) OTHER
’ NiL.
i SECONDARY CAUSE OR CONTRIBUTING FACTORS:
. 011 leak causing loss of oil pressure
and inadequate lubrication of engine. RECORDED BY DATE
R.C.A.F. FORM L20 REQ. 1247 10M—15.11.41 CHECKED BY DATE
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