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CASPIR Aircraft Accident Cards

Serial: JS137

Title: Avro Anson Mk. Il serial:JS137 Accident Card

Author: Royal Canadian Air Force (RCAF)

Subject: This accident involved 1 aircraft on 1943-August-03. Anson Il s/n JS137. This accident

involved 4 people. Elliot JF, Duffield CB, Ellis JRR, Morse CP

Keywords: RCAFAnson I1,J5137,8 SFTS,8 Service Flying Training
School,Aerodrome,1943-August-03,Duffield,Elliot,Ellis, MorseRCAF L20

Created: 1943-08-03

Link: https://caspir.warplane.com/aircraft/serial-search/aircraft-no/200000123#JS137
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( ACCIDENT CLASSIFICATION
( UNT No. 8 S.F.T.S| *" PLace : "3 8RR, | " 1545
i v Moncton, N.B. #3 8 md . NoWo of M CA. H.Q. FILE 1300-J8137 o
< ascrvee No. CRASH S.E. M.E. DAY NiGHT | Q
L CAT. <
° ANSONT II JS137 A x x z
( - PERSONNEL RANK| NUMBER DUTY INJURIES SIGNAL ©
[
( Morse, C.P. F/S | R195029 FI | Slight oate |
1| Duffield, C.B. Sgt.| R86169 | PP | Nil A9 | 3-8
) Ellictv, J.F. Lac R151179 PP Nil D 14 (REVISED) g
— .| Ellis, J.R.R. GB [Lac | 1457469 PP | Nil cncylo | 3
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( X ENGINE ENGINE NUMBER (8) HOURS FLOWN BY PILOTS 2
T/° JMWM INST. | NiGHT SNAL AL 3
1‘2&‘\ qnqq Tn*' SOLO DUAL 50L0O DuAaL m
gt 16856/3035 —Total ——pr—To5 767 | 4L | 882 | 123 |;
A 3
< 1508
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' PURPOSE OF FLIGHT: TECHNICAL OFFICER'S REPORT:

y Line overlap E B ' )
, P otographic exercise Jm FE s SN S /}—77[ a4 \
NATURE OF ACCIDENT: s

) Stbd. engine caught fire, fire ex= T oF INQUIRY OR INVESTIGATING OFFICER'S REPORT: !
tinguished failed to put out blaze

FINDINGS: SUMMARY No. }
and pilot ordered crew to abandon Possible that a gasoline leak developed either in

) aircraft which crashed and burned.  fuel pump or in gas lines attached to fuel pucp

) allowing gas to drop down over generator, scep )

) through generator, brush inspection cover and be ° Sy
ignited by arcing of generator trushes.

) RECOMMENDED: That generator brush inspecticn cover

) be sealed in such a manner as to prevent any gas )
from seeping through cover. )

) CONCLUSIOIS OF A.I.B.: Agree . Trouble has been

experienced in past due to leakage at gasket betwee.)
two halves of Romec fuel pumps and instructions
have been issued re checking of four securing screws

) .

¥, 2 .

) /. W W / ? of these pumps for tightness. Purps leakage has now
)

been almost eliminated by this action. )

)
CLASSIFICATION:

SECONDARY OR CONTRIBUTORY FACTORS:

3 * ACTION T :
>) 25 @/ﬁb@ o?f AKEN

R.C.A.F. L 20 (REVISED)
! 7M-4.43 (3202) K. P. 5051
H. Q. 885.L 20 C. C.LTD. 7084-43

\\>>>>'\)))),)))))))‘)))))))')))))))))



