CASPIR.warplane.com

CASPIR Aircraft Accident Cards

Serial: 11288

Title: Avro Anson MK. Il serial:11288 Accident Card

Author: Royal Canadian Air Force (RCAF)

Subject: This accident involved 1 aircraft on 1943-February-22. Anson s/n 11288. This accident

involved 3 people. Edmonds FB, Mcfarlane J, Mckinnon DOB

Keywords: RCAFAnson ,11288,5 BGS,5 Bomb & Gunnery
School,Aerodrome,1943-February-22,Edmonds,Mcfarlane,MckinnonRCAF L20

Created: 1943-02-22

Link: https://caspir.warplane.com/aircraft/serial-search/aircraft-no/200000123#11288
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DUTY ON WHICH ENGAGED:
Running up engines and

loading bomb racks.

NATURE OF ACCIDENT AND STAGE OF FLIGHT:
McKinnon caught by prop while
loading bombs.

TWO A)R BOMBERS WERE UNDERNEATH A/C LOADING
B80Me CARRIERS. LAC, McKinnon, D.0.B. steppeD
BEHIND LAC. MCFARLANE & WAS CAUGHT BY
PROPELLOR OF STARBOARD MOTOR.

PRIMARY CAUSE:

57. Miscellaneous.,

SECONDARY CAUSE OR CONTRIBUTING FACTORS:

R.C.A.F. FORM L20 REQ. 1247 10M—15-11-41
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COURT OF INQUIRY, INVESTIGATING OFFICER
OR COMMANDING OFFICER'S REPORT:

D.iN
DATE:
COMPOSITION:

RECOMMENDATIONS:

BOMB RACKS SHOULD BE LOADED BEFORE MOTORS OF A/C ARE STARTED,

ACTION TAKEN:
(A) DiscIPLINARY (B) TECHNICAL (C) OTHER

NiL

RECORDED BY DATE
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